TRUE  WOOD 


Genuine  Hardwood  Veneer  —  Vinyl  Flooring 


TRUE  WOOD  Vinyl  Flooring 

...the  natural  beaut//  of  genuine  hardwood 
...the  low  eost  and  easy  maintenance  of  vinyl  tile 


Now  the  luxurious  warmth  and  beauty  of  real  wood 
flooring  can  distinguish  every  room  .  .  .  even  where 
wooden  floors  have  previously  been  impractical. 
Kitchens,  entry  halls,  family  rooms,  hotel,  motel  and 
office  lobbies,  restaurants,  offices  and  churches — you 
can  give  them  all  the  richness  of  wood  flooring  with 
maintenance-free  TRUE  WOOD.  TRUE  WOOD  is 
real  hardwood  veneer,  surfaced  with  heavy,  long-life 
vinyl  to  protect  it  from  moisture,  wear,  household 
chemicals — backed  with  aluminum,  vinyl,  and  as¬ 
bestos  to  assure  a  permanent,  moisture-free  bond  to 
any  subfloor.  It’s  available  in  a  wide  variety  of 
woods  and  flooring  patterns  to  complement  every 
modern  or  period  decor. 

Easy  to  Install— TRUE  WOOD  is  installed  ex¬ 
actly  like  vinyl  flooring.  Standard  tools  and  pro¬ 
cedures  permit  easy  installation  over  concrete, 
plywood,  or  wooden  subfloors  with  TRUE  WOOD 
Cement  F-101. 

Dimensional  Stability  is  one  of  the  most  out¬ 
standing  features  of  a  TRUE  WOOD  floor.  Installed 
according  to  directions,  a  TRUE  WOOD  floor  re¬ 
mains  permanently  bonded  to  the  subfloor  under  the 
driest  or  most  humid  conditions. 

Easy  to  Clean— A  TRUE  WOOD  floor  is  main¬ 
tained  in  the  same  way  as  a  vinyl  floor,  readily 
cleaned  with  a  damp  mop.  Any  standard  vinyl 
dressing  may  be  used  to  add  lustre,  if  desired.  The 
heavy  protective  vinyl  film  keeps  its  mellow  real 
ivood  richness  gleaming  for  years,  even  in  heavy 
traffic  areas. 
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Unique  Construction  of 
TRUE  WOOD 

Assures  Long  Service  Life 


Heavy  wearing  surface  of  crystal-clear  vinyl 
film  ( not  a  liquid  coating)  protects  TRUE 
WOOD  for  years  of  service.  Meets  F.H.A. 
requirements.  Patent  Pending. 
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Authentic  TRUE  WOOD  beauty  in  am 


r 


Add  the  Beauty  of 

TRUE  WOOD 

Vinyl  Flooring  in 


WALNUT 


CHEEKY 

MAHOGANY 

OAK 

TEAK 


TRUE  WOOD  Random  Plank — pegged  or 
unpegged — in  4",  6",  and  8"  widths  .  .  . 
48"  lengths. 

TRUE  WOOD  9"  x  9"  Tiles. 

TRUE  WOOD  4 "  x  13"  double-mitered 
pickets,  for  creating  the  Jeffersonian  Par¬ 
quet  pattern. 


Random  planks  and  tiles  are  packaged  sq. 
ft.  per  carton  (80  tiles  per  carton).  Weight 
per  J^5  sq.  ft. — 33  lbs. 
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n  ty  of  flooring  patterns 


Kitchen  by  Oscar  Handle,  AIA 
Fort  Lauderdale,  Florida 


Valley  Ho  Motel  Ballroom 
Murray  Harris,  AIA  •  Scottsdale,  Arizona 


Lauderdale  Yacht  Club 
Fort  Lauderdale,  Florida 


Diplomat  Hotel  Dining  Room  (Wall) 
Marilynn  Motto,  Design  Studios 
Hollywood,  Florida 
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I  RUI]  WOOD  Technical  Data 


Construction— 14  mil  vinyl  film;  12  mil  genuine 
hardwood  veneer;  1.5  mil  aluminum  foil;  40  mil  vinyl 
sheeting;  15  mil  asbestos  fibre  backing. 

Thickness—  .080". 

Stain  Resistance — Resistant  to  all  common  house¬ 
hold  chemicals,  acids,  alcohol,  water,  fruit  juices, 
grease,  etc. 

Wearing  Surface — The  heavy  vinyl  film  (not  a 
liquid  coating)  will  last  many  years  under  normal 
wear.  Meets  F.H.A.  requirements. 

Impact  Indentation— Compares  with  homogenous 
vinyl  flooring. 

Quietness — Noise  reduction  is  excellent. 
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Dimensional  Stability— TRUE  WOOD  is  dimen¬ 
sionally  stable  under  all  conditions. 

Moisture  Resistance — Vinyl  surface  and  asbestos 
backing  make  TRUE  WOOD  floors  extremely  resist¬ 
ant  to  moisture. 

Application—  On  or  above  grade  using  TRUE 
WOOD  Cement  F-101.  Although  there  have  been 
many  installations  made  below  grade,  the  manu¬ 
facturer  does  not  guarantee  below  grade  installations. 
Also,  it  is  recommended  that  on  grade  installations 
have  a  moisture  barrier. 

NOTE:  Because  TRUE  WOOD  is  genuine  wood,  no 
two  pieces  are  exactly  alike.  Like  natural 
woods,  TRUE  WOOD  mellows  to  a  deeper 
richness  with  age. 
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TRUE  WOOD  CEMENT  F-lOl 
Recommended  for  Use  with  TRUE  WOOD 


TRUE  WOOD  Cement  F-101  is  an  alkali  and 
moisture-resistant  troweling  cement  designed  for 
the  installation  of  TRUE  WOOD  FLOORING, 
Rubber  Tile,  and  Vinyl  Tile. 

Spreading  capacity  of  TRUE  WOOD  Cement  F-101 
is  140  to  160  square  feet  or  16  to  18  square  yards 
per  gallon. 
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Apply  TRUE  WOOD  Cement  F-101  with  a  notched 
steel  trowel  with  notches  deep,  hfff  wide,  and 
apart. 

NOTE:  The  manufacturer  is  not  responsible  for 
TRUE  WOOD  installations  unless  applied 
with  TRUE  WOOD  Cement  F-101. 
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WILCOX-WOOLFORD  CORP. 

Quality  Hardwood  Laminates 

TRUE  WOOD  Flooring  /  Furnaflex  Wall  Covering 


Spring  City 
Pennsylvania 
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